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RUTEC® Shootingblock R9050

Properties Testing Value

Material rubber granules

Colour black

Dimensions (in mm)
250 x 500 x 500
250 x 250 x 500

Weight 42,42 Kg/Stk.
21,21 Kg/Stk.

Tensile strength in accordance with
DIN EN ISO 17998 1,10 N/mm2

Elongation at break in accordance with
DIN EN ISO 1798 75 %

Tear resistance in accordance with
ISO 34-1 10,0 N/mm

Fire behaviour DIN 13501-1 Class E

Temperature range Up to 80°C, briefly up
to 100°C

TECHNISCHEDATEN

PRODUCTDESCRIPTION

The blocks consisting of pressed rubber granulate or rubber fibres
can be stacked to form a stable wall as required. In smaller
quantities, they can be used as a safe mobile bullet trap for sports
shooters, for example. But the blocks are also excellently suited as a
base for the lower protection of various bullet trap systems.

Thus RUTEC R9050 offers a wide range of applications. The hollow
chamber blocks can safely accommodate bullets of up to 1,500
joules in a single-row construction. If several rows are arranged in a
row, it is of course also possible to fire at higher energies. As the
material is soft, the projectiles do not disintegrate and can spread
sufficiently through the hollow chambers in the blocks. This prevents
the blocks from swelling and the structure remains stable.

The square shape of the RUTEC R9050 hollow chamber blocks allows
easy turning or repositioning. This means that individual elements in
a main hit area can still be used and do not need to be completely
replaced.

NOTE

All information is based on laboratory results
and corresponds to our current state of
knowledge. The above data is intended to
provide information about our products and
their use. This document is not a guarantee
for a particular property or performance of a
product or its suitability for a particular
application. We would like to point out that the
above-mentioned data may change in the
course of further developments, therefore we
reserve the right to make appropriate
adjustments.

Download this
datasheet as PDF:
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